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YOU WILL LOVE THIS THERMOSTAT.

You have the Comfortt Programmable thermostat. This unique device’s
state-of- the-art technology makes it easier than ever for you to keep your home
comfortable.

Designed to be as smart – and smart- looking – as any of the other electronics in
your home, your new thermostat offers programming options to fit your lifestyle –
not anybody else’s. Let this manual show you how easy it is to enjoy the newest
experience in home comfort.
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BUTTON IDENTIFICATION
a. FAN Selects whether the fan operates continuously (on) or

only when needed for heating or cooling (auto)
b. RUN/HOLD Holds the currently selected temperature or runs the

scheduled program
c. MODE Selects whether thermostat is set for heating,

cooling, emergency heat (heat pump system only),
auto (heat and cool as needed), or off

d. UP Increases the temperature or adjusts the screen
selection up when setting advanced programming
features

e. DOWN Decreases the temperature or adjusts the screen
selection down when setting advanced programming
features

f. DONE Saves settings when completing a set-up or
programming step

g. SLEEP Activates heating and cooling settings for the sleep
program period

h. AWAY Activates heating and cooling settings for the away
program period

i. HOME Activates heating and cooling settings for the home
program period

j. D/H/M SET CLOCK Activates clock set mode
k. START TIME Activates the programming menu, displaying the

four period start times
l. PERIOD Activates the programming menu, displaying the

four programming time periods
m. DAYS Activates the programming menu, displaying three

options – all days, weekdays and weekends
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ON-SCREEN INDICATORS
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ON-SCREEN INDICATORS

1. Clock

2. Fan mode – on or auto

3. Selected heating set point; “on” indicates system is in heating mode

4. System is in auxiliary (supplemental) mode

5. Current temperature

6. Thermostat mode is either off or using emergency heat

7. Fahrenheit

8. Keypad is locked (no padlock means unlocked)

9. Celsius

10. Battery strength indicator

11. Selected cooling set point; “on” indicates system is in cooling mode

12. Second stage of cooling is active for 2 speed thermostat models

13. Day of the week for programming mode

14. System is using sleep settings

15. AM or PM indicator for current time

16. System is using away settings

17. System is in hold

18. System is in temporary hold

19. System is using home settings
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QUICK START

Setting the time and day
You must set the time and day before you can use any of the thermostat’s
programming features.

1. Open the door.

2. Press the d/h/m button. It’s on the lower right, under the
display screen. The day of the week will flash on the dis-
play.

3. Press the up or down button, located to the right of the
display, to change the day. Stop on the correct day.

4. Press the d/h/m button again and the hour will flash on
the display.

5. Press the up or down button to change the hour. Stop on
the correct number.

6. Press the d/h/m button again and minutes will flash on the display.

7. Press the up or down button to change the minutes. Stop on the correct
minute.

8. Press the done button or close the door.
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QUICK START

Setting the temperatures for heating and cooling
Your thermostat is installed with pre- set heating and cooling temperature settings.
You can use these or change them so your home is as warm or as cool as you’d like
it to be. These steps will hold the temperature where you set it. For the temperature
to change automatically according to your lifestyle needs – whether you’re home,
away or asleep – you’ll need to follow the Touch ‘N’ Go instructions on pages 13 –
19.

1. Open the door.

2. Press the up or down button located on the right side of
the display. You will see the preset temperature settings
for heating and cooling. The word heat will flash.

3. Press the up or down button to change the heat setting.
Stop on the correct setting.

4. Press the hold/run button.
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QUICK START

5. Press the mode button located on the left side of the dis-
play once. You will see the preset temperature setting for
cooling appear on the right side of the display.

6. Press the up or down button. The word cool will flash.
7. Continue pressing the up or down button to change the
cool setting. Stop at the desired cooling setting.

8. Press the hold/run button located on the left side of the
display. This holds the thermostat at that setting.

9. Press the done button.
10. Close the door.
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QUICK START

Changing the temperature
There are times when you want to change the temperature.

Here’s how.

1. Open the door.

2. Press the up or down buttons on the right side until you
reach the desired temperature setting. This creates a “tem-
porary hold” until the next pre- set time period. You will
see temporary hold on the display. (To switch from the
cooling temperature to the heating temperature – or vice
versa – press the mode button on the left until the word
heat or cool is flashing.)

3. To maintain that temperature setting so it doesn’t change
during the next pre- set time period, press the hold/run
button on the left side. The display will show hold. The
temperature will stay at the setting you selected until you
release the hold.

4. To return the temperature to the pre- set level for that time
period, press hold/run. This releases the hold and the tem-
perature will return to its programmed level.

5. Close the door.
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QUICK START

Understanding Touch ‘N’ Go feature

The unique Touch ‘N’ Go feature on your thermostat is a revolutionary tool that lets
you use a simpler programming option – literally, touch and go – to help you get
the maximum comfort control from the entire comfort system.

With the touch of one Touch ‘N’ Go button – home, away or sleep – you can
tell your thermostat where you’ll be. To keep the home at that comfort level
indefinitely, you add one more button – hold/run – and you’re set. It’s the ideal
choice for somebody whose schedule varies from day to day or doesn’t fit into the
two or four predictable time periods allowed by the thermostat.

At the same time, these three comfort options – home, away and sleep – are
connected to the thermostat’s full- level programming power so that you get the
home comfort you desire exactly when you want it.

The three Touch ‘N’ Go buttons are preset at the factory for typical heating and
cooling temperature settings and assigned to specific time periods. You can change
these temperature settings and the hours you want to use them easily. Learn how to
do that and discover how useful this device is as you read through this manual.
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PROGRAMMING THE THERMOSTAT

Programming the Touch ‘N’ Go feature

The Touch ‘N’ Go feature on your thermostat involves the home, away and sleep
buttons immediately under the display. They are used for two programming
options. One is more sophisticated than the other.

The simpler programming option requires you to either accept the preset
temperature settings for when you are home, away or asleep, or to set your own
Touch ‘N’ Go heating and cooling temperature settings. Either way, your home,
away and sleep settings are automatically linked to one of four time periods that are
also preset (and changeable) on the thermostat.

You can override those preset time periods and their relationship to your home,
away and sleep buttons by pressing one of those three buttons at any time. This
will let you create a “temporary hold” at that comfort level until the next
programming period.

You can also hold the thermostat at your home, away or sleep temperatures by
pressing one of those three buttons and then pressing the hold button.

This approach is popular with people who don’t follow the same routine every day.
And while you need to remember to push one of those three buttons when you
leave, come home, or go to bed, doing that is easier for some than manually
re- setting the temperature several times a day.



14

PROGRAMMING THE THERMOSTAT

The more sophisticated programming option works well with people who tend to
follow a more predictable routine and who also want to get the most from this
thermostat’s potential. For both programming options, you must set-up your Touch
‘N’ Go heating and cooling temperatures in order to use the thermostat’s expanded
programming options.

Here are the temperature settings that are pre-programmed for your home, away
and sleep periods.

Touch ‘N’ Go Option Heat Cool

Home 68 74

Away 60 85

Sleep 66 78
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PROGRAMMING THE THERMOSTAT

Use this blank grid to determine how warm or cool you want your home to be when
you’re home, away or asleep. You’ll assign time periods to those temperatures later.

Touch ‘N’ Go Option Heat Cool

Home

Away

Sleep
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PROGRAMMING THE THERMOSTAT

Setting the home temperature
1. Open the door.

2. Press the home button located under the display on the
left. You will see a triangle icon (B) above the home but-
ton. This icon will always tell you whether you’re in the
home, away or sleep setting.

3. You will see the heating and cooling temperatures that
were set at the factory. To use these, just close the door.

4. To change the factory settings press the home button. You
will see the word heat flashing on the screen.

5. Press the up or down button until you reach the desired
temperature setting.

6. Press and hold the home button for about three seconds.
The set temperature will flash, indicating that it saved
your settings.

7. To change the cooling temperature setting, press the
mode button repeatedly until you see the word cool flash-
ing on the screen.

8. Press the up or down button on the right side of the dis-
play until you reach the desired temperature setting.

9. Press and hold the home button for about three seconds. The set temperat-
ure will flash, indicating that it saved your settings.
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PROGRAMMING THE THERMOSTAT

Setting the away temperature
1. Press the away button located under the display in the cen-

ter. You will see a triangle icon (B ) above the away but-
ton.

2. You will see the heating and cooling temperatures that
were set at the factory. To use these, just close the door.

3. To change the factory settings, press the away button. You
will see the word heat flashing on the screen.

4. Press the up or down button on the right side of the dis-
play until you reach the correct temperature setting.

5. Press and hold the away button for about three seconds.
The set temperature will flash, indicating that it saved your
settings.

6. To change the cooling temperature setting, press themode
button until you will see the word cool flashing on the
screen.

7. Press the up or down button until you reach the desired temperature set-
ting.

8. Press and hold the away button for about three seconds. The set temperat-
ure will flash, indicating that it saved your settings.
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PROGRAMMING THE THERMOSTAT

Setting the sleep temperature
1. Press the sleep button located under the display in the

center. You will see a triangle icon (B ) above the sleep
button.

2. You will see the heating and cooling temperatures that were
set at the factory. To use these, just close the door.

3. To change the factory settings, press the sleep button. You
will see the word heat flashing on the screen.

4. Press the up or down button on the right side of the dis-
play until you reach the desired temperature setting.

5. Press and hold the sleep button for about three seconds.
The set temperature will flash, indicating that it saved your
settings.

6. To change the cooling temperature setting, press themode
button until you see the word cool flashing on the screen.
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PROGRAMMING THE THERMOSTAT

7. Press the up or down button until you reach the desired
temperature setting.

8. Press and hold the sleep button for about three seconds.
The set temperature will flash, indicating that it saved your
settings.

9. Close the door.

Changing the temperature time periods

After you have set your three Touch ‘N’ Go buttons with temperature settings for
when you’re away, home and asleep, you can program the time of day you want to
use for those temperature settings.

The thermostat has four time ranges called periods. They are identified on the
display as P1, P2, P3 and P4.

With four time period options, you have a great deal of schedule and temperature
flexibility. For example, in a household where nobody is home during the day, the
users might use P1 for the morning before they leave for work, P2 for the hours
they are at work, P3 for the period when they are home in the evening, and P4 when
they are sleeping.

In situations where somebody is home most of the day, P1, P2 and P3 can all be
assigned the same “home” temperatures, while P4 is reserved for the sleeping
hours. (To learn how to reduce the number of time periods from four to two, see
page 22.)
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PROGRAMMING THE THERMOSTAT

The thermostat has preset periods (see below), but you can change these to fit your
lifestyle.

Period Preset Hours

P1 6:00 AM to 8:00 AM

P2 8:00 AM to 5:00 PM

P3 5:00 PM to 10:00 PM

P4 10:00 PM to 6:00 AM

What time blocks work for you? Write them in here and refer to this as you
make the changes on the thermostat.

Period Your Hours

P1

P2

P3

P4
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PROGRAMMING THE THERMOSTAT

Here’s how to change the factory- set time periods.

1. Open the door.

2. Press the days button at the bottom of the thermostat. You
will see all days, weekdays and weekends flashing on
the display. You will be changing the time periods accord-
ing to the days of the week. All days is used when the
household’s weekday and weekend schedules are the
same.

3. You must select one of these three time- frame options – all
days, weekdays or weekends – by pressing the up or
down button located to the right of the display. You may
also make your selection by pressing the days button
again. (Select all days if your weekday and weekend
schedules are the same.)

4. When you have selected one of the three options (all days,
weekdays, weekends), press the period button at the
bottom of the thermostat. You will see P and a flashing 1
on the screen. This is period 1 (P1), which begins at 6:00
AM.

5. To change the hours in P1, press the start time button at
the bottom of the screen.
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PROGRAMMING THE THERMOSTAT

6. You will see the hours in 6:00 AM flashing on the screen. Press the up or
down button and stop on the desired time.

7. To change the minutes, press the start time button on the bottom of the
screen again. You will see the minutes in 6:00 AM flashing on the screen.
Press the up or down button and stop on the desired time.

The “stop time” for period 1 (P1) is also the “start time” for period 2 (P2).
To change the stop time for P1 – which means you are also changing the
start time for P2 – use the instructions in the next step to change the start
time for period 2.

8. To change the start time for period 2 (P2), press the period
button at the bottom of the screen twice. This displays the
information for period 2, with P2 flashing on the display.

9. You will see the hours in 8:00 AM flashing on the screen.
Press the up or down button and stop on the desired time.
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PROGRAMMING THE THERMOSTAT

10. To change the minutes, press the start time button on the bottom of the
screen again. You will see the minutes in 8:00 AM flashing on the screen.
Press the up or down button and stop on the desired time.

11. To change the start time for period 3 (P3), press the period button at the
bottom of the screen three times. This displays the information for period 3,
with P3 flashing on the display.

12. You will see the hours in 5:00 PM flashing on the screen. Press the up or
down button and stop on the desired time.

13. To change the minutes, press the start time button on the bottom of the
screen again. You will see the minutes in 5:00 PM flashing on the screen.
Press the up or down button and stop on the desired time.

14. To change the start time for period 4 (P4), press the period button at the
bottom of the screen repeatedly. This displays the information for period 4,
with P4 flashing on the display.

15. You will see the hours in 10:00 PM flashing on the screen. Press the up or
down button and stop on the desired time.

16. To change the minutes, press the start time button on the bottom of the
screen again. You will see the minutes in 10:00 PM flashing on the screen.
Press the up or down button and stop on the desired time.
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PROGRAMMING THE THERMOSTAT

17. If you did not select all days when you started this process, repeat all the
steps for your remaining time- frame choice – weekdays or weekends.

18. To confirm that the thermostat has accepted your changes, cycle through the
four time periods by pressing days, selecting your time frame – all days,
weekdays, or weekends – and then pressing the period button to see the
hours assigned for each start time. Each time you press period, you will
advance to the next start time.

19. Close the door.
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PROGRAMMING THE THERMOSTAT

Assigning time periods to temperatures
To get the most from your thermostat’s programming features, you will want to take
the remaining steps that will link your four schedule time periods (P1, P2, P3 and
P4) to the heating and cooling temperatures you set with the Touch ‘N’ Go buttons
– home, away and sleep.
Taking these final steps will be easier if you complete the grid below before
programming the thermostat. It will help you decide how you want to assign the
comfort temperatures you’ve selected for home, away and sleep to the time periods
you’ve established. The completed grid will help you keep track of your
information as you work with the thermostat.

Here’s an example of how this would look using the factory- set periods and Touch
‘N’ Go options.

Pre- set Period
Start Time

Period Number Pre- set
Touch ‘N’ Go Option
for Each Period

6:00 AM 1 Home

8:00 AM 2 Away

5:00 PM 3 Home

10:00 PM 4 Sleep
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PROGRAMMING THE THERMOSTAT

Complete this schedule according to daily routine and use it as you follow the
instructions below.

Your Period
Start Time

Period Number Your Touch ‘N’ Go
Option for
Each Period

1

2

3

4

Here’s how to connect your four time periods with the three comfort ranges – home,
away and sleep.

1. Open the door.

2. Press the days button at the bottom of the thermostat.
You will see all days, weekdays and weekends flashing
on the display.
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3. Select one of these three options by pressing the up or
down button located to the right of the display. You may
also make your selection by pressing the days button
again. Select all days if your weekday schedule is the
same as your weekend schedule.

4. When you have selected one of the three options (all days,
weekdays, weekends), press the period button at the
bottom of the thermostat. P1 will flash on the display.

5. Press the Touch ‘N’ Go button – home, away or sleep –
you want to use during period 1 (P1) from the row of but-
tons just below the display. You will see the triangle icon
(B) above the button selected. This tells the thermostat
whether you are home, away, or asleep during P1. The
thermostat will use the heating and cooling temperature
settings you’ve selected for that Touch ‘N’ Go button. For
example, if your heating temperature setting for home is
72 degrees, the thermostat will keep the heat at 72 during
P1.

6. Press the period button twice. P2 will flash on the display.
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7. Press home, away or sleep.
8. Press the period button twice. P3 will flash on the display.
9. Press home, away or sleep.
10. Press the period button twice. P4 will flash on the display.
11. Press home, away or sleep.
12. If you did not select all days when you started this process, then repeat all

the steps for your remaining time- frame choice – weekdays or weekends.
13. To confirm that the thermostat has accepted your changes, cycle through the

four time periods by pressing days, selecting your time frame – all days,
weekdays, or weekends – and then pressing the period button to see the
Touch ‘N’ Go option assigned for each start time. Each time you press peri-
od, you will advance to the next start time.

14. Press done or close the door.
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OPERATING THE THERMOSTAT

Using Touch ‘N’ Go buttons
Once you have set the temperatures and time periods that correspond with your
three Touch ‘N’ Go comfort buttons (see Programming the Touch ‘N’ Go feature,
page 13, and Assigning time periods to temperatures, page 26), you won’t need to
use your Touch ‘N’ Go buttons unless you want to make a temporary change. For
example, if you go to bed earlier than usual, pressing the sleep button will lower
the temperature sooner than scheduled. If you go to bed later than usual, pressing
the home button will keep the home warmer past your usual bedtime but you’ll
need to press sleep before you go to bed.

To make a temporary change
1. Open the door.

2. Press the home, away or sleep button that you want. You will see the
words temporary hold on the display and the triangle icon (B) over the
button you’ve selected. The system will change to the temperature setting
programmed for that lifestyle period. It will maintain that temperature set-
ting until the start of the next programmed cycle.
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3. To return to the originally programmed lifestyle period, press the appropri-
ate home, away or sleep button. The system will return to that time peri-
od and the words temporary hold will disappear.

4. Close the door.

To hold it at home, away or sleep
There might be situations when you want to override the programming and hold the
home’s temperature at one of the three home, away or sleep comfort levels. This is
useful when you’re going on vacation or traveling, or when you’re home
unexpectedly. Here’s how to prevent the thermostat from changing temperatures
when it reaches the next programming time period.

1. Open the door.

2. Press the desired button under the display – home, away
or sleep.

3. Press the hold/run button on the left side. You will see the
word hold on the display.
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4. To return to your original programming schedule, press the
hold/run button. The word hold will disappear.

5. Close the door.

Using the thermostat to turn the heating and cooling system off
Here’s how to use the thermostat to turn the heating and cooling system off.

1. Open the door.

2. Press the mode button on the top left repeatedly until the
display shows off in the upper left.

3. Close the door.
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Using the fan
The fan function helps distribute warmth or cooling throughout your home for a
more even temperature in all spaces. The thermostat is automatically set so that the
fan runs only during your heating and cooling cycles (auto mode). However, you
can adjust the settings so that the fan runs continuously, even between cycles or
when the system is turned off.

1. Open the door.

2. Press the fan button on the left side. You will see fan on in the lower left
corner of the display.

3. To return the fan to auto mode, press the fan button again.
You will see fan auto on the display.

4. Close the door.
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Using emergency heat (heat pump systems only)
Emergency heat is useful when the automatic auxiliary heat system can’t keep up
with demand. (Systems with heat pumps use “auxiliary heat” when it’s too cold
outside for the heat pump to heat the house without help. The display indicator for
this is aux heat on.)

If the heat pump compressor that works with auxiliary heat fails, or if the heat pump
isn’t working at all, you can turn on the emergency heat for that extra help. (You’ll
know there’s a problem if the house can’t seem to get warm when it’s very cold
outside.) You want to avoid using emergency heat, though, because it’s the most
expensive option. And, of course, if you suspect a problem with your heat pump,
call your heating and cooling dealer immediately.

Here’s how to set your thermostat to use emergency heat.

1. Open the door.

2. Press the mode button three times. You will see Em heat in the upper left
of the display.

3. Close the door.
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Changing the batteries
Your thermostat is probably powered by the HVAC equipment, but if it isn’t, it’s
battery powered. You can tell if it’s battery powered by checking in Advanced
Programming Options. (See page 37.) If there’s no lighting until you touch a button,
it’s battery powered. When the thermostat uses electricity, the batteries (if installed)
take over if the electricity goes out. This allows you to monitor the indoor
temperature when there’s no electricity.

When powered by batteries, your thermostat’s two AA batteries should last about
one year. When your batteries have lost about one- third of their power, a battery
icon shows up on the display in the upper right corner. Two- thirds of it will be
black. As the batteries get weaker, the icon goes down to one bar and then none.
When the battery icon is less than full, you will first see the loss of backlight
function. When the batteries are completely dead, you won’t be able to use the
thermostat.
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We recommend that you replace the batteries at the one bar level
with two AA alkaline batteries. They’re in the back of the
thermostat, so you’ll have to remove it from the wall. Here’s how.

1. Locate the latch at the top of the thermostat. It’s at the cen-
ter of the top rim.

2. Press it down. This will disconnect the thermostat from the
top of the wall plate.

3. Remove the thermostat from the wall bracket com-
pletely by bringing it slightly toward you and lifting it
up and off the lip on the lower edge of the wall bracket.

4. Set the thermostat face down on a flat surface. You will
see the batteries in the lower right corner.

5. Remove and discard or recycle the old batteries.
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6. Install new batteries by matching the “plus” and “minus” ends of the batter-
ies with the “plus” and “minus” indicators you’ll see outside the two white
battery shapes in the space where the batteries sit.

7. Snap the batteries into place.

8. Put the thermostat back on the wall bracket by lining up the two slots on
the bottom edge of the back of the thermostat with the two lips on the wall
bracket. You will feel the slots fit over the lips.

9. With the bottom of the thermostat attached to the bottom of the wall brack-
et, bring the thermostat back to the wall. Line up the latch at the top of the
thermostat with the corresponding lip on the wall bracket.

10. Lightly push the thermostat toward the wall. When the latch and lip are
lined up properly, you will hear the thermostat snap into place.
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Advanced programming display codes chart
You can customize several features of your thermostat. This chart shows which
features you can change and the codes associated with them. The codes will be
shown on the display when you follow the instructions.

Feature Configuration Code Change Indication

Fahrenheit to Celsius U1 F or C

backlighting U2* On or Of

keypad lockout U3 padlock

programmable or
nonprogrammable

U4 P or nP

number of program
periods

U5 4 or 2

* Not available when batteries are installed.
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Changing from Fahrenheit to Celsius
Your thermostat is preset to display the temperature in degrees Fahrenheit. You can
change this to Celsius.

1. Open the door.

2. Press and hold the home and sleep buttons under the dis-
play simultaneously for about three seconds.

3. Press the mode button on the left to change it from F
(Fahrenheit) to C (Celsius).

4. Press the done button on the lower right.
5. Close the door.
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Turning off the continuous backlighting
If your thermostat is not powered by the equipment and is instead battery powered,
the display will light up for a few seconds after you press any button. This is
backlighting. It will go dark after a few seconds.

If the thermostat is powered by electricity, there is always a low level amount of
backlighting until you press any button, which increases the lighting temporarily.
Here’s how to turn off the constant low level backlight when your thermostat is
powered by electricity.

1. Open the door.

2. Press and hold the home and sleep buttons under the dis-
play simultaneously for about three seconds.

3. Press the up button at the top right of the display. You
will see U2 and On. (If you don’t, continue to press the
up button, cycling through the options until you get to
U2 and On.)

4. Press the mode button on the left to change it to Of.
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5. Press the done button on the right.
6. Close the door.
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Keypad lockout
The keypad lockout feature lets you “lock” the thermostat so nobody can change
the temperature – or make any other changes – by pressing buttons. Keypad
lockout is not activated when the thermostat is installed. Here’s how to activate it.

1. Open the door.

2. Press and hold the home and sleep buttons under the
display simultaneously for about three seconds.

3. Press the up button at the top right of the display. You will
see U3. (If you don’t, continue to press the mode button,
cycling through the options until you get to U3.)

4. Press the mode button on the left. You will see U3 and
On beneath a padlock icon. This indicates that the keypad
is now locked.

5. Press the done button on the right.
6. Close the door.
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Unlocking the keypad
Here’s how to temporarily unlock the keypad.

1. Open the door.

2. Press and hold the up and down buttons on the right simultaneously for
about five seconds.

3. The padlock icon will disappear. This means the keypad
is unlocked and can be used. The keypad will revert back
to the locked state after you’ve stopped pushing buttons for
two minutes.

4. Close the door.
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Changing from programmable to nonprogrammable
It is possible to convert your thermostat’s operation from programmable to
nonprogrammable. This eliminates its advanced features. When switching to the
nonprogrammable format, you lose the programming, hold, days of the week on the
display, and Smart Recovery features. Switching to nonprogrammable also means
you’ll give up some of the thermostat’s energy saving features. The time of day will
still show on the display and you will be able to increase or decrease the
temperature settings manually. Here’s how to switch to nonprogrammable.

1. Open the door.

2. Press and hold the home and sleep buttons under the
display simultaneously for about three seconds.

3. Press the up button at the top right of the display. You will
see U4 (flashing) and P (for programmable). (If you don’t,
continue to press the up button, cycling through the op-
tions until you get to U4 (flashing) and P.)
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4. Press the mode button on the left, P will flash.
5. Press the up button on the right to change it to nP for

nonprogrammable

6. Press the done button on the right.

7. Close the door.
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Changing the number of programming periods
Your thermostat is preset with four time periods (P1, P2, P3, P4). You can change
this to two. Here’s how to change the number of periods in the day.

1. Open the door.

2. Press and hold the home and sleep buttons under the dis-
play simultaneously for about three seconds.

3. Press the up button at the top right of the display re-
peatedly. You will see U5 and 4. (If you don’t, continue
to press the up button, cycling through the options until
you get to U5 and 4.)

4. Press the mode button on the left to change it from 4 to 2.
5. Press the done button on the right.
6. Close the door.
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Auto Changeover

The thermostat displays one of five modes: heat, cool, Em heat (heat pump version
only), heat cool, and off. When the mode selection is for both heating and cooling,
the thermostat is in auto changeover mode. This allows the system to switch from
heating to cooling – or from cooling to heating – to maintain the temperatures
you’ve programmed. It does this automatically.

Smart Recovery

The Smart Recovery feature transitions your home from one temperature period
(P1, P2, P3, P4) to the next so that the your home’s temperature matches the
temperature setting at the start of each time period. This means, for example, that if
your sleep period temperature setting is lower than the period that precedes it, the
thermostat will start cooling down the home before the beginning of the scheduled
sleep period.

It does this at an energy-efficient rate. This not only helps make your home as
comfortable as possible, it also makes your thermostat more cost effective. Call
your dealer to adjust Smart Recovery settings.
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The battery icon is displayed
The battery icon appears on the display only when the battery starts to lose power.
Replace it when one- third of the icon is black.

If you wait until the icon is just a silhouette with no black bars, the thermostat won’t
have the power to function correctly. Replace the battery to restore thermostat
functions.

“Aux heat on” is displayed (heat pump systems only)
Aux heat on is auxiliary heat. It applies only to the heat pump version. If it is on,
you will see aux heat on. When it is displayed, it means the system has determined
that it’s too cold outside for your heat pump to heat the house without help, so it’s
getting help from the electric heaters. This happens automatically.

“Em heat” is displayed (heat pump systems only)
Em heat is the display term for emergency heat and applies only to the heat pump
version. When emergency heat has been turned on, Em heat is displayed when you
press the mode button. You have to turn on emergency heat manually – it doesn’t
happen automatically – so if you see Em heat on the display, it means somebody
has turned it on.
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There is a power outage
If you lose electricity and have batteries installed, the thermostat will continue to
display the status because it has a battery backup power source. This means that
even though your heating and cooling system doesn’t work, you will still be able to
monitor your home’s temperature. In addition, you won’t have to reprogram the
thermostat because your settings are retained even if the battery dies. The display
will continue to show the time for 8 hours while there is no electricity.

You get a system error message
Here are the possible system error messages and what they mean:

- - The room air sensor reports that the room air temperature is above
150 or below - 50.

E4 This means the memory has failed and the thermostat will return to the
factory settings. Call your heating and cooling dealer.
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Auto changeover page 46. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

This feature automatically switches your system from heating to cooling – and from
cooling to heating – whenever necessary when the thermostat is set in auto mode.

Auxiliary heat (heat pump systems only) page 33. . . . . . . . . . . . . . . . . . . .

Most heat pump systems can’t heat a home sufficiently when it gets very cold
outside so they use a supplemental heating source called auxiliary heat. The system
knows when to use this help and does so automatically. If it’s using auxiliary heat,
the display will show aux heat on. You have no control over the auxiliary heat
function.

Backlighting page 39. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

backlighting illuminates your display. When the thermostat is powered by
electricity, the backlight is on constantly at a dim level that brightens when you
push a button. With battery powered thermostats, the backlight is off until you press
a button.
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Emergency heat (heat pump systems only) page 33. . . . . . . . . . . . . . . . . .

You can manually set the thermostat to use emergency heat but it is the most
expensive option. If it’s using emergency heat, the display will show Em heat when
you press the mode button.

Hold page 30. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

This function holds the current set temperature.

Mode page 46. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

This term refers to the type of operation your system is performing. The options are
heat, cool, emergency heat, heat cool, and off.

Override page 30. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

This happens when you temporarily disregard the thermostat’s programmed
temperature settings and schedules by using the temporary hold or hold options.

Smart Recovery page 46. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

This feature allows your system to shift from one temperature period to the next
scheduled period at an energy-efficient rate.
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Temporary hold page 29. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

This function lets you temporarily maintain your temperature settings. The system
will return to the scheduled settings during the next time period.

Time period page 19. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

The thermostat features four time periods. These blocks of time are linked to
temperatures you set according to how warm or cool you want the house during
those time periods. The time periods are also linked to your Touch ‘N’ Got settings
of home, away and sleep.

Touch ‘N’ Go page 12. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

The three Touch ‘N’ Go buttons – home, away and sleep – let you change
programmed time periods with the touch of a button. They are particularly useful
for somebody who doesn’t want to take advantage of the thermostat’s full
programming capability or somebody whose schedule varies from day to day.



52

NOTES PAGE





Copyright 2017 Carrier Corporation, 7310 W Morris St. Indianapolis, IN 46231

OM- TCPHPA- 02 Replaces: OM- TCPHPA- 01

Edition Date: 04/17

Manufacturer reserves the right to change, at any time, specifications and designs without notice

and without obligations.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


